
PUBLIC NOTICE
FEDERAL COMMUNICATIONS COMMISSION

445 12th STREET S.W.

WASHINGTON  D.C.  20554

News media information 202-418-0500

Internet: http://www.fcc.gov (or ftp.fcc.gov)

TTY (202) 418-2555

Wednesday  October 21, 2015SES-01791    Report No.

re: Satellite Radio Applications Accepted For Filing

Satellite Communications Services

The applications listed herein have been found, upon initial review, to be acceptable for filing.  The Commission reserves
the right to return any of the applications if, upon further examination, it is determined they are defective and not in
conformance with the Commission's Rules and Regulations and its Policies.  Final action will not be taken on any of
these applications earlier than 30 days following the date of this notice. 47 U.S.C. § 309(b).  All applications accepted
for filing will be assigned call signs, or other unique station identifiers.  However, these assignments are for
administrative purposes only and do not in any way prejudice Commission action.

E990402SES-AMD-20150911-00578 E

Class of Station: Fixed Earth Stations

Amendment

Globecomm License Sub LLC

Nature of Service: Fixed Satellite Service

See IBFS File No. SES-MOD-20150626-00427 for a description of this amended application.

40 ° 48 ' 54.10 " N LAT.

SITE ID: 1

45 OSER AVENUE, SUFFOLK, HAUPPAUGE, NY

73 ° 14 ' 17.80 " W LONG.

LOCATION:

VERTEXAOT-10 9.3 metersANTENNA ID: 9.3 KPK

85.70 dBW DIGITAL DATA/VIDEO, QPSK FEC

3/4 45,000 KBPS

14000.0000 - 14500.0000 MHz 36M0G7W

64.20 dBW DIGITAL DATA, QPSK FEC 3/4 &

REED SOLOMON 188/204, 256 KBPS

14000.0000 - 14500.0000 MHz 222KG7D

72.50 dBW DIGITAL DATA, 16QAM, FEC 7/8,

45,000 KBPS

13874.0000 - 13910.0000 MHz 15M4G7D

72.50 dBW DIGITAL DATA, 16QAM, FEC 7/8,

45,000 KBPS

13874.0000 - 13910.0000 MHz 18M0G7D

72.50 dBW DIGITAL DATA, 16QAM, FEC 7/8,

45,000 KBPS

13834.0000 - 13870.0000 MHz 15M4G7D

72.50 dBW DIGITAL DATA, 16QAM, FEC 7/8,

45,000 KBPS

13834.0000 - 13870.0000 MHz 18M0G7DPage 1 of 17



72.50 dBW DIGITAL DATA, 16QAM, FEC 7/8,

45,000 KBPS

13794.0000 - 13830.0000 MHz 15M4G7D

72.50 dBW DIGITAL DATA, 16QAM, FEC 7/8,

45,000 KBPS

13794.0000 - 13830.0000 MHz 18M0G7D

72.50 dBW DIGITAL DATA, 16QAM, FEC 7/8,

45,000 KBPS

13754.0000 - 13790.0000 MHz 15M4G7D

72.50 dBW DIGITAL DATA, 16QAM, FEC 7/8,

45,000 KBPS

13754.0000 - 13790.0000 MHz 18M0G7D

64.60 dBW DIGITAL DATA13750.0000 - 14000.0000 MHz 3M00G2D

57.90 dBW DIGITAL DATA13750.0000 - 14000.0000 MHz 615KG2D

DIGITAL DATA/VIDEO, QPSK FEC

3/4 45,000 KBPS

11700.0000 - 12200.0000 MHz 36M0G7W

DIGITAL DATA, QPSK FEC 3/4 &

REED SOLOMON 188/204, 256 KBPS

11700.0000 - 12200.0000 MHz 222KG7D

DIGITAL DATA11700.0000 - 12200.0000 MHz 615KG2D

DIGITAL DATA11700.0000 - 12200.0000 MHz 3M00G2D

DIGITAL DATA, 16QAM, FEC 7/8,

45,000 KBPS

11700.0000 - 12200.0000 MHz 15M4G7D

DIGITAL DATA, 16QAM, FEC 7/8,

45,000 KBPS

11700.0000 - 12200.0000 MHz 18M0G7D

VERTEX CORPORATIONAOT-7 9.3 metersANTENNA ID: 9.3 KPK

64.20 dBW DIGITAL DATA14000.0000 - 14500.0000 MHz 222KG7D

86.30 dBW DIGITAL VIDEO, AUDIO, AND DATA14000.0000 - 14500.0000 MHz 36M0G7W

84.80 dBW DIGITAL VIDEO, AUDIO, AND DATA13780.0000 - 14000.0000 MHz 36M0G7W

75.90 dBW DIGITAL VIDEO, AUDIO, AND DATA13750.0000 - 14000.0000 MHz 30M0G7W

68.50 dBW DIGITAL VIDEO, AUDIO, AND DATA13750.0000 - 13700.0000 MHz 600KG7W

DIGITAL DATA11700.0000 - 12200.0000 MHz 15M4G7D

DIGITAL DATA11700.0000 - 12200.0000 MHz 18M0G7D

DIGITAL DATA11700.0000 - 12200.0000 MHz 222KG7D

DIGITAL DATA11700.0000 - 12200.0000 MHz 3M00G2D

DIGITAL DATA11700.0000 - 12200.0000 MHz 615KG2DPage 2 of 17



DIGITAL VIDEO, AUDIO, AND DATA11700.0000 - 12200.0000 MHz 36M0G7W

68.50 dBW DIGITAL VIDEO, AUDIO, AND DATA13780.0000 - 14000.0000 MHz 600KG7W

Points of Communication:

1 - EUTELSAT AB-2(S2596) - (8.0 W.L.)

1 - PERMITTED LIST - ()

1 - Telstar 12 (S2462) - (15W)

E960132SES-AMD-20150923-00612 E

Class of Station: Mobile Earth Station

Amendment

Iridium Satellite LLC

Nature of Service: Aeronautical Mobile-Satellite Service

See IBFS File No. SES-MOD-20130416-00322 for a description of this amended application.

SITE ID: Non-CC

Portable Hand Held Earth Terminals or AMS(R)S Terminals (200,000 units)LOCATION:

MOTOROLA (200,000)Non-CC 0 metersANTENNA ID: TIME DOMAIN DUPLEX

1618.7250 - 1626.5000 MHz 667KQ7W

1618.7250 - 1626.5000 MHz 41K7Q7W

9.40 dBW1618.7250 - 1626.5000 MHz 667KQ7W

-2.70 dBW1618.7250 - 1626.5000 MHz 41K7Q7W

SITE ID: OpenPort 1

50,000 (0.525 Mobile units)LOCATION:

CELESTICAOpenPort 1 0.525 metersANTENNA ID: AT7521-2-A

-2.70 dBW1618.7250 - 1626.5000 MHz 41K7Q7W

9.40 dBW1618.7250 - 1626.5000 MHz 667KQ7W

11.95 dBW1618.7250 - 1626.5000 MHz 41K7Q7W

SITE ID: LiveTV

50,000 (0.407 Mobile units) (LiveTV)LOCATION:

LiveTVLiveTV 0.407 metersANTENNA ID: LV16-100301-101

10.70 dBW TDMA/TDD1618.7250 - 1626.5000 MHz 667KQ7W

4.70 dBW TDMA/TDD1618.7250 - 1626.5000 MHz 41K7Q7WPage 3 of 17



1618.7250 - 1626.5000 MHz 667KQ7W

1618.7250 - 1626.5000 MHz 41K7Q7W

Points of Communication:

LiveTV - IRIDIUM (S2110) - (NGSO)

Non-CC - IRIDIUM (S2110) - (NGSO)

OpenPort 1 - IRIDIUM (S2110) - (NGSO)

E960622SES-AMD-20150923-00620 E

Class of Station: Mobile Earth Station

Amendment

Iridium Carrier Services LLC

Nature of Service: Mobile Satellite Service

See IBFS File No. SES-MOD-20130416-00323 for a description of this amended application.

SITE ID: 1

Portable Hand Held Terminals or AMS(R)S or AMS(R)S  Terminals (200,000 units)LOCATION:

MOTOROLA (200,000)1 0 metersANTENNA ID: TIME DOMAIN DUPLEX

11.95 dBW1618.7250 - 1626.5000 MHz 41K7Q7W

SITE ID: OpenPort 2

50,000 (0.525 Mobile units)LOCATION:

CELESTICACC 0.525 metersANTENNA ID: AT7521-2-A

1618.7250 - 1626.5000 MHz 41K7Q7W

1618.7250 - 1626.5000 MHz 667KQ7W

-2.70 dBW1618.7250 - 1626.5000 MHz 41K7Q7W

9.40 dBW1618.7250 - 1626.5000 MHz 667KQ7W

SITE ID: LiveTV

50,000 (0.407 Mobile units) (LiveTV)LOCATION:

LIVETVLIVETV 0.407 metersANTENNA ID: LV16-100301-101

10.70 dBW TDMA/TDD1618.7250 - 1626.5000 MHz 667KQ7W

4.70 dBW TDMA/TDD1618.7250 - 1626.5000 MHz 41K7Q7W

NULL1618.7250 - 1626.5000 MHz 667KQ7W

NULL1618.7250 - 1626.5000 MHz 41K7Q7WPage 4 of 17



Points of Communication:

1 - IRIDIUM (S2110) - (NGSO)

LiveTV - IRIDIUM (S2110) - (NGSO)

OpenPort 2 - IRIDIUM (S2110) - (NGSO)

E150129SES-LIC-20151015-00696 E

Class of Station: Temporary Fixed Earth Station

Application for Authority

Sander Operating Co. III LLC EZ

Nature of Service: Fixed Satellite Service

SITE ID: 1

LOCATION:

Avl Technologies1 1.4 metersANTENNA ID: 1410K

64.50 dBW MCPC digital carrier for voice/data14000.0000 - 14500.0000 MHz 36M0G7W

Points of Communication:

1 - PERMITTED LIST - ()

E960132SES-MOD-20130416-00322 E

Class of Station: Mobile Earth Station

Application for Modification

Iridium Satellite LLC

Nature of Service: Mobile Satellite Service

Iridium Satellite LLC amended its application requesting Aeronautical Mobile Satellite (Route) Service (AMS(R)S) authorization to clarify the

AMS(R)S) station types and performance characteristics.  All AMS(R)S) stations will operate with the Iridium NSGO satellite system (S2110) in

the 1618.725-1626.5 MHz frequency band in both Earth-to-space and space-to-Earth directions.  See IBFS File No.

SES-AMD-20150923-00612.

SITE ID: METS

(200,000) Mobile Earth station TerminalS Operating in the US&PLOCATION:

MOTOROLA (200,000)Non-CC 0 metersANTENNA ID: TIME DOMAIN DUPLEX

1618.7250 - 1626.5000 MHz 667KQ7W

1618.7250 - 1626.5000 MHz 41K7Q7W

9.40 dBW1618.7250 - 1626.5000 MHz 667KQ7W

-2.70 dBW1618.7250 - 1626.5000 MHz 41K7Q7W

SITE ID: OpenPort 1

50,000 (0.525 Mobile units)LOCATION:

CELESTICAOpenPort 1 0.525 metersANTENNA ID: AT7521-2-APage 5 of 17



-2.70 dBW1618.7250 - 1626.5000 MHz 41K7Q7W

9.40 dBW1618.7250 - 1626.5000 MHz 667KQ7W

11.95 dBW1618.7250 - 1626.5000 MHz 41K7Q7W

SITE ID: LiveTV

50,000 (0.407 Mobile units) (LiveTV)LOCATION:

LiveTVLiveTV 0.407 metersANTENNA ID: LV16-100301-101

10.70 dBW TDMA/TDD1618.7250 - 1626.5000 MHz 667KQ7W

4.70 dBW TDMA/TDD1618.7250 - 1626.5000 MHz 41K7Q7W

1618.7250 - 1626.5000 MHz 667KQ7W

1618.7250 - 1626.5000 MHz 41K7Q7W

SITE ID: AMS(R)S Terminals

20,000 AMS(R)S terminals Operating aboard U.S commercial aircraft, Fairfax, McLean, VALOCATION:

Aero AntennaAMS(R)S-1ANTENNA ID: AT1621-23 Dual Patch

Voice and Data; DQPSK1618.7250 - 1626.5000 MHz 41K7Q7W

9.00 dBW Voice and Data; DQPSK1618.7250 - 1626.5000 MHz 41K7Q7W

Aero AntennaAMS(R)S-2 0.089 metersANTENNA ID: AT2775-110 Single Pa

Voice and Data; DQPSK1618.7250 - 1626.5000 MHz 41K7Q7W

8.00 dBW Voice and Data; DQPSK1618.7250 - 1626.5000 MHz 41K7Q7W

Sensor SystemsAMS(R)S-3 0.089 metersANTENNA ID: S67-1575-409 Single

Voice and Data; DQPSK1618.7250 - 1626.5000 MHz 41K7Q7W

9.00 dBW Voice and Data; DQPSK1618.7250 - 1626.5000 MHz 41K7Q7W

Sensor SystemsAMS(R)S-4 0.21 metersANTENNA ID: S67-1575-365 Dual Pa

Voice and Data; DQPSK1618.7250 - 1626.5000 MHz 41K7Q7W

9.00 dBW Voice and Data; DQPSK1618.7250 - 1626.5000 MHz 41K7Q7W

Sensor SystemsAMS(R)S-5ANTENNA ID:   S67-1575-168 Singl

Voice and Data; DQPSK1618.7250 - 1626.5000 MHz 41K7Q7W

6.00 dBW Voice and Data; DQPSK1618.7250 - 1626.5000 MHz 41K7Q7WPage 6 of 17



Sensor SystemsAMS(R)S-6ANTENNA ID: S67-1575-160 Single

Voice and Data; DQPSK1618.7250 - 1626.5000 MHz 41K7Q7W

9.00 dBW Voice and Data; DQPSK1618.7250 - 1626.5000 MHz 41K7Q7W

CobhamAMS(R)S-7 0.089 metersANTENNA ID: Comant CI 490-1 Sing

Voice and Data; DQPSK1618.7250 - 1626.5000 MHz 41K7Q7W

9.00 dBW Voice and Data; DQPSK1618.7250 - 1626.5000 MHz 41K7Q7W

AntcomAMS(R)S-8 0.001 metersANTENNA ID: S4IR16RR-P-XX-X Sing

Voice and Data; DQPSK1618.7250 - 1626.5000 MHz 41K7Q7W

8.50 dBW Voice and Data; DQPSK1618.7250 - 1626.5000 MHz 41K7Q7W

AntcomAMS(R)S-9 0.102 metersANTENNA ID: S5GIR121RR-AP-XTN Si

Voice and Data; DQPSK1618.7250 - 1626.5000 MHz 41K7Q7W

8.50 dBW Voice and Data; DQPSK1618.7250 - 1626.5000 MHz 41K7Q7W

Points of Communication:

AMS(R)S Terminals - IRIDIUM CONSTELLATIO - (NGSO)

LiveTV - IRIDIUM (S2110) - (NGSO)

METS - IRIDIUM (S2110) - (NGSO)

OpenPort 1 - IRIDIUM (S2110) - (NGSO)

E960622SES-MOD-20130416-00323 E

Class of Station: Mobile Earth Station

Application for Modification

Iridium Carrier Services LLC

Nature of Service: Aeronautical Mobile-Satellite Service

Iridium Carrier Services LLC, amended its application requesting Aeronautical Mobile Satellite (Route) Service (AMS(R)S) authorization to

clarify the AMS(R)S station types and performance characteristics.  All AMS(R)S stations will operate with the Iridium NSGO satellite system

(S2110) in the 1618.725-1626.5 MHz frequency band in both Earth-to-space and space-to-Earth directions.  See IBFS File No.

SES-AMD-20150923-00620.

SITE ID: METS

(200,000) Mobile Earth station TerminalS Operating in the US&PLOCATION:

MOTOROLA (200,000)CC 0 metersANTENNA ID: TIME DOMAIN DUPLEX

11.95 dBW1618.7250 - 1626.5000 MHz 41K7Q7WPage 7 of 17



SITE ID: OpenPort 1

50,000 (0.525 Mobile units)LOCATION:

CELESTICAOpenPort1 0.525 metersANTENNA ID: AT7521-2-A

1618.7250 - 1626.5000 MHz 41K7Q7W

1618.7250 - 1626.5000 MHz 667KQ7W

-2.70 dBW1618.7250 - 1626.5000 MHz 41K7Q7W

9.40 dBW1618.7250 - 1626.5000 MHz 667KQ7W

SITE ID: LiveTV

50,000 (0.407 Mobile units) (LiveTV)LOCATION:

LIVETVLIVETV 0.407 metersANTENNA ID: LV16-100301-101

10.70 dBW TDMA/TDD1618.7250 - 1626.5000 MHz 667KQ7W

4.70 dBW TDMA/TDD1618.7250 - 1626.5000 MHz 41K7Q7W

NULL1618.7250 - 1626.5000 MHz 667KQ7W

NULL1618.7250 - 1626.5000 MHz 41K7Q7W

SITE ID: AMS(R)S Terminals

20,000 AMS(R)S terminals Operating aboard U.S commercial aircraft, Fairfax, McLean, VALOCATION:

Aero AntennaAMS(R)S-1 0.21 metersANTENNA ID: AT1621-23 Dual Patch

0.00 dBW Voice and Data; DQPSK1618.7250 - 1626.5000 MHz 41K7Q7W

9.00 dBW Voice and Data; DQPSK1618.7250 - 1626.5000 MHz 41K7Q7W

Aero AntennaAMS(R)S-2 0.089 metersANTENNA ID: AT2775-110 Single Pa

0.00 dBW Voice and Data; DQPSK1618.7250 - 1626.5000 MHz 41K7Q7W

8.00 dBW Voice and Data; DQPSK1618.7250 - 1626.5000 MHz 41K7Q7W

Sensor SystemsAMS(R)S-3 0.089 metersANTENNA ID: S67-1575-409 Single

0.00 dBW Voice and Data; DQPSK1618.7250 - 1626.5000 MHz 41K7Q7W

9.00 dBW Voice and Data; DQPSK1618.7250 - 1626.5000 MHz 41K7Q7W

Sensor SystemsAMS(R)S-4 0.21 metersANTENNA ID: S67-1575-365 Dual Pa

0.00 dBW Voice and Data; DQPSK1618.7250 - 1626.5000 MHz 41K7Q7WPage 8 of 17



9.00 dBW Voice and Data; DQPSK1618.7250 - 1626.5000 MHz 41K7Q7W

Sensor SystemsAMS(R)S-5 0.21 metersANTENNA ID:   S67-1575-168 Singl

0.00 dBW Voice and Data; DQPSK1618.7250 - 1626.5000 MHz 41K7Q7W

6.00 dBW Voice and Data; DQPSK1618.7250 - 1626.5000 MHz 41K7Q7W

Sensor SystemsAMS(R)S-6 0.21 metersANTENNA ID: S67-1575-160 Single

0.00 dBW Voice and Data; DQPSK1618.7250 - 1626.5000 MHz 41K7Q7W

9.00 dBW Voice and Data; DQPSK1618.7250 - 1626.5000 MHz 41K7Q7W

CobhamAMS(R)S-7 0.089 metersANTENNA ID: Comant CI 490-1 Sing

0.00 dBW Voice and Data; DQPSK1618.7250 - 1626.5000 MHz 41K7Q7W

9.00 dBW Voice and Data; DQPSK1618.7250 - 1626.5000 MHz 41K7Q7W

AntcomAMS(R)S-8 0.001 metersANTENNA ID: S4IR16RR-P-XX-X Sing

0.00 dBW Voice and Data; DQPSK1618.7250 - 1626.5000 MHz 41K7Q7W

8.50 dBW Voice and Data; DQPSK1618.7250 - 1626.5000 MHz 41K7Q7W

AntcomAMS(R)S-9 0.102 metersANTENNA ID: S5GIR121RR-AP-XTN Si

0.00 dBW Voice and Data; DQPSK1618.7250 - 1626.5000 MHz 41K7Q7W

8.50 dBW Voice and Data; DQPSK1618.7250 - 1626.5000 MHz 41K7Q7W

Points of Communication:

AMS(R)S Terminals - IRIDIUM CONSTELLATIO - (NGSO)

LiveTV - IRIDIUM (S2110) - (NGSO)

METS - IRIDIUM (S2110) - (NGSO)

OpenPort 1 - IRIDIUM (S2110) - (NGSO)

E990402SES-MOD-20150626-00427 E

Class of Station: Fixed Earth Stations

Application for Modification

Globecomm License Sub LLC

Nature of Service: Fixed Satellite Service

Globecomm License Sub LLC requests modification of its fixed earth station in Hauppauge, NY, to use Antenna ID AOT-7 to communicate with

the Telstar 12 (S2462) satellite at the 15.0° W.L. orbital location in the 13.75-13.77 GHz and 13.78-14.0 GHz (Earth-to-space) frequency bands.

See IBFS File No. SES-AMD-20150911-00578. Page 9 of 17



40 ° 48 ' 54.10 " N LAT.

SITE ID: 1

45 OSER AVENUE, SUFFOLK, HAUPPAUGE, NY

73 ° 14 ' 17.80 " W LONG.

LOCATION:

VERTEXAOT-10 9.3 metersANTENNA ID: 9.3 KPK

85.70 dBW DIGITAL DATA/VIDEO, QPSK FEC

3/4 45,000 KBPS

14000.0000 - 14500.0000 MHz 36M0G7W

64.20 dBW DIGITAL DATA, QPSK FEC 3/4 &

REED SOLOMON 188/204, 256 KBPS

14000.0000 - 14500.0000 MHz 222KG7D

72.50 dBW DIGITAL DATA, 16QAM, FEC 7/8,

45,000 KBPS

13874.0000 - 13910.0000 MHz 15M4G7D

72.50 dBW DIGITAL DATA, 16QAM, FEC 7/8,

45,000 KBPS

13874.0000 - 13910.0000 MHz 18M0G7D

72.50 dBW DIGITAL DATA, 16QAM, FEC 7/8,

45,000 KBPS

13834.0000 - 13870.0000 MHz 15M4G7D

72.50 dBW DIGITAL DATA, 16QAM, FEC 7/8,

45,000 KBPS

13834.0000 - 13870.0000 MHz 18M0G7D

72.50 dBW DIGITAL DATA, 16QAM, FEC 7/8,

45,000 KBPS

13794.0000 - 13830.0000 MHz 15M4G7D

72.50 dBW DIGITAL DATA, 16QAM, FEC 7/8,

45,000 KBPS

13794.0000 - 13830.0000 MHz 18M0G7D

72.50 dBW DIGITAL DATA, 16QAM, FEC 7/8,

45,000 KBPS

13754.0000 - 13790.0000 MHz 15M4G7D

72.50 dBW DIGITAL DATA, 16QAM, FEC 7/8,

45,000 KBPS

13754.0000 - 13790.0000 MHz 18M0G7D

64.60 dBW DIGITAL DATA13750.0000 - 14000.0000 MHz 3M00G2D

57.90 dBW DIGITAL DATA13750.0000 - 14000.0000 MHz 615KG2D

DIGITAL DATA/VIDEO, QPSK FEC

3/4 45,000 KBPS

11700.0000 - 12200.0000 MHz 36M0G7W

DIGITAL DATA, QPSK FEC 3/4 &

REED SOLOMON 188/204, 256 KBPS

11700.0000 - 12200.0000 MHz 222KG7D

DIGITAL DATA11700.0000 - 12200.0000 MHz 615KG2D

DIGITAL DATA11700.0000 - 12200.0000 MHz 3M00G2D

DIGITAL DATA, 16QAM, FEC 7/8,

45,000 KBPS

11700.0000 - 12200.0000 MHz 15M4G7D

DIGITAL DATA, 16QAM, FEC 7/8,

45,000 KBPS

11700.0000 - 12200.0000 MHz 18M0G7DPage 10 of 17



VERTEX CORPORATIONAOT-7 9.3 metersANTENNA ID: 9.3 KPK

64.20 dBW DIGITAL DATA14000.0000 - 14500.0000 MHz 222KG7D

86.30 dBW DIGITAL VIDEO, AUDIO, AND DATA14000.0000 - 14500.0000 MHz 36M0G7W

DIGITAL DATA11700.0000 - 12200.0000 MHz 15M4G7D

DIGITAL DATA11700.0000 - 12200.0000 MHz 18M0G7D

DIGITAL DATA11700.0000 - 12200.0000 MHz 222KG7D

DIGITAL DATA11700.0000 - 12200.0000 MHz 3M00G2D

DIGITAL DATA11700.0000 - 12200.0000 MHz 615KG2D

DIGITAL VIDEO, AUDIO, AND DATA11700.0000 - 12200.0000 MHz 36M0G7W

75.90 dBW DIGITAL VIDEO, AUDIO, AND DATA13750.0000 - 14000.0000 MHz 30M0G7W

68.50 dBW DIGITAL VIDEO, AUDIO, AND DATA13750.0000 - 13770.0000 MHz 600KG7W

84.80 dBW DIGITAL VIDEO, AUDIO, AND DATA13780.0000 - 14000.0000 MHz 36M0G7W

68.50 dBW DIGITAL VIDEO, AUDIO, AND DATA13780.0000 - 14000.0000 MHz 600KG7W

Points of Communication:

1 - EUTELSAT AB-2(S2596) - (8.0 W.L.)

1 - PERMITTED LIST - ()

1 - Telstar 12 (S2462) - (15W)

E130033SES-MOD-20150827-00545 E

Class of Station: Mobile Earth Station

Application for Modification

ViaSat, Inc.

Nature of Service: Mobile Satellite Service

ViaSat, Inc. requests modification of its mobile earth station license to add Antenna ID 2220-AT to operate up to 50,000 mobile earth terminals

with the SkyTerra-1 satellite at the 101.3° W.L. orbital location in the 1626.5-1660.5 MHz (Earth-to-space) and 1525-1559 MHz

(space-to-Earth) frequency bands.

SITE ID: MES-1

(.216 METER LBAND, 100,000 UNITS) CONUS, AK, HI, Puerto Rico, U.S. VILOCATION:

ViaSat, Inc.2100-10 0.216 metersANTENNA ID: 1148359

18.00 dBW Constant envelop spreading sequence

modulation, GMSK

1646.5000 - 1660.5000 MHz 400KG1DPage 11 of 17



18.00 dBW Constant envelop spreading sequence

modulation, GMSK

1646.5000 - 1660.5000 MHz 200KG1D

18.00 dBW Constant envelop spreading sequence

modulation, GMSK

1646.5000 - 1660.5000 MHz 100KG1D

18.00 dBW Constant envelop spreading sequence

modulation, GMSK

1646.5000 - 1660.5000 MHz 50K0G1D

18.00 dBW Constant envelop spreading sequence

modulation, GMSK

1625.5000 - 1645.5000 MHz 100KG1D

18.00 dBW Constant envelop spreading sequence

modulation, GMSK

1625.5000 - 1645.5000 MHz 50K0G1D

18.00 dBW Constant envelop spreading sequence

modulation, GMSK

1625.5000 - 1645.5000 MHz 200KG1D

18.00 dBW Constant envelop spreading sequence

modulation, GMSK

1625.5000 - 1645.5000 MHz 400KG1D

QPSK, IP data1545.0000 - 1559.0000 MHz 50K0G1D

QPSK, IP data1545.0000 - 1559.0000 MHz 100KG1D

QPSK, IP data1545.0000 - 1559.0000 MHz 200KG1D

QPSK, IP data1545.0000 - 1559.0000 MHz 400KG1D

QPSK, IP data1525.0000 - 1544.0000 MHz 50K0G1D

QPSK, IP data1525.0000 - 1544.0000 MHz 100KG1D

QPSK, IP data1525.0000 - 1544.0000 MHz 200KG1D

QPSK, IP data1525.0000 - 1544.0000 MHz 400KG1D

SITE ID: Aviation-1

(.166 METER LBAND, 50,000 UNITS) CONUS, AK, HI, Puerto Rico, U.S. VILOCATION:

ViaSat Inc.2220-AT 0.166 metersANTENNA ID: 2220-AT

14.00 dBW Constant envelop spreading sequence

modulation, GMSK

1626.5000 - 1645.5000 MHz 100KG1D

14.00 dBW Constant envelop spreading sequence

modulation, GMSK

1626.5000 - 1645.5000 MHz 200KG1D

14.00 dBW Constant envelop spreading sequence

modulation, GMSK

1626.5000 - 1645.5000 MHz 300KG1D

14.00 dBW Constant envelop spreading sequence

modulation, GMSK

1626.5000 - 1645.5000 MHz 400KG1DPage 12 of 17



14.00 dBW Constant envelop spreading sequence

modulation, GMSK

1626.5000 - 1645.5000 MHz 500KG1D

14.00 dBW Constant envelop spreading sequence

modulation, GMSK

1646.5000 - 1660.5000 MHz 100KG1D

14.00 dBW Constant envelop spreading sequence

modulation, GMSK

1646.5000 - 1660.5000 MHz 200KG1D

14.00 dBW Constant envelop spreading sequence

modulation, GMSK

1646.5000 - 1660.5000 MHz 300KG1D

14.00 dBW Constant envelop spreading sequence

modulation, GMSK

1646.5000 - 1660.5000 MHz 400KG1D

14.00 dBW Constant envelop spreading sequence

modulation, GMSK

1646.5000 - 1660.5000 MHz 500KG1D

QPSK, IP data1525.0000 - 1544.0000 MHz 100KG1D

QPSK, IP data1525.0000 - 1544.0000 MHz 200KG1D

QPSK, IP data1525.0000 - 1544.0000 MHz 300KG1D

QPSK, IP data1525.0000 - 1544.0000 MHz 400KG1D

QPSK, IP data1525.0000 - 1544.0000 MHz 500KG1D

QPSK, IP data1545.0000 - 1559.0000 MHz 100KG1D

QPSK, IP data1545.0000 - 1559.0000 MHz 200KG1D

QPSK, IP data1545.0000 - 1559.0000 MHz 300KG1D

QPSK, IP data1545.0000 - 1559.0000 MHz 400KG1D

QPSK, IP data1545.0000 - 1559.0000 MHz 500KG1D

SITE ID: M2M-1

(250,000 UNITS) CONUS, AK, HI, Puerto Rico, U.S. VILOCATION:

ViaSat, Inc.2225-FT 0.121 metersANTENNA ID: 2225-FT

QPSK, IP data1525.0000 - 1544.0000 MHz 100KG1D

QPSK, IP data1525.0000 - 1544.0000 MHz 200KG1D

QPSK, IP data1525.0000 - 1544.0000 MHz 300KG1D

QPSK, IP data1525.0000 - 1544.0000 MHz 400KG1D

QPSK, IP data1525.0000 - 1544.0000 MHz 500KG1DPage 13 of 17



QPSK, IP data1545.0000 - 1559.0000 MHz 100KG1D

QPSK, IP data1545.0000 - 1559.0000 MHz 200KG1D

QPSK, IP data1545.0000 - 1559.0000 MHz 300KG1D

QPSK, IP data1545.0000 - 1559.0000 MHz 400KG1D

QPSK, IP data1545.0000 - 1559.0000 MHz 500KG1D

7.70 dBW Constant envelope spreading sequence

modulation, GMSK, BT

1646.5000 - 1660.5000 MHz 100KG1D

7.70 dBW Constant envelop spreading sequence

modulation, GMSK

1646.5000 - 1660.5000 MHz 200KG1D

7.70 dBW Constant envelop spreading sequence

modulation, GMSK

1646.5000 - 1660.5000 MHz 300KG1D

7.70 dBW Constant envelop spreading sequence

modulation, GMSK

1646.5000 - 1660.5000 MHz 400KG1D

7.70 dBW Constant envelop spreading sequence

modulation, GMSK

1646.5000 - 1660.5000 MHz 500KG1D

7.70 dBW Constant envelop spreading sequence

modulation, GMSK

1625.5000 - 1645.5000 MHz 100KG1D

7.70 dBW Constant envelop spreading sequence

modulation, GMSK

1625.5000 - 1645.5000 MHz 200KG1D

7.70 dBW Constant envelop spreading sequence

modulation, GMSK

1625.5000 - 1645.5000 MHz 300KG1D

7.70 dBW Constant envelop spreading sequence

modulation, GMSK

1625.5000 - 1645.5000 MHz 400KG1D

7.70 dBW Constant envelop spreading sequence

modulation, GMSK

1625.5000 - 1645.5000 MHz 500KG1D

Points of Communication:

Aviation-1 - SKYTERRA 1 - (101.3 W.L.)

M2M-1 - SKYTERRA 1 - (101.3 W.L.)

MES-1 - SKYTERRA 1 - (101.3 W.L.)

E070244SES-MOD-20150911-00583 E

Class of Station: VSAT Network

Application for Modification

Tri State Generation & Transmission Assoc., Inc.

Nature of Service: Fixed Satellite Service Page 14 of 17



Tri-State Generation & Transmission Inc. requests modification of its VSAT Network to add Antenna ID Remote 3 to operate up to 200

1.2-meter remote antennas with the Permitted List satellites in the 14.0-14.5 GHz (Earth-to-space) and 11.7-12.2 GHz (space-to-Earth) frequency

bands.

SITE ID: REMOTE 1

.52M VSAT Various Locations Throughout the Western, (200 UNITS)LOCATION:

MICA TECHRemote 1 0.52 metersANTENNA ID: LDR-FA2

25.00 dBW DIGITAL DATA14000.0000 - 14500.0000 MHz 1M00G7D

DIGITAL DATA11700.0000 - 12200.0000 MHz 1M00G7D

40 ° 4 ' 54.30 " N LAT.

SITE ID: HUB-2

3770 PURITAN WAY, UNIT K (3.8M. BACKUP SECONDARY HUB), WELD, FREDERICK, CO

104 ° 59 ' 7.50 " W LONG.

LOCATION:

PRODELIN CORPORATIONHub 2 3.8 metersANTENNA ID: 1383

58.20 dBW DIGITAL DATA14000.0000 - 14500.0000 MHz 1M00G7D

DIGITAL DATA11700.0000 - 12200.0000 MHz 1M00G7D

39 ° 54 ' 21.90 " N LAT.

SITE ID: HUB-1

1100 WEST 116TH STREET (3.8M. PRIMARY HUB-1), ADAMS, WESTMINSTER, CO

105 ° 0 ' 1.90 " W LONG.

LOCATION:

PRODELIN CORPORATIONHub 1 3.8 metersANTENNA ID: 1383

58.20 dBW DIGITAL DATA14000.0000 - 14500.0000 MHz 1M00G7D

DIGITAL DATA11700.0000 - 12200.0000 MHz 1M00G7D

SITE ID: REMOTE 2

.26M VSAT Various Locations Throughout the Western, , (50 UNITS)LOCATION:

MICA TECHRemote 2 0.26 metersANTENNA ID: LDR-FA3

15.00 dBW DIGITAL DATA14000.0000 - 14500.0000 MHz 1M00G7D

DIGITAL DATA11700.0000 - 12200.0000 MHz 1M00G7D

SITE ID: REMOTE 3

1.2M VSAT remote TX/RX antenna. CONUS and its Territories, 200 UNITSLOCATION:

PRODELINRemote 3 1.2 metersANTENNA ID: 1123

47.18 dBW DIGITAL TRAFFIC, VARIOUS

MODULATION, VARIOUS FEC,

VARIOUS DATA RATES.

14000.0000 - 14500.0000 MHz 888KG7W
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41.00 dBW DIGITAL TRAFFIC, VARIOUS

MODULATION, VARIOUS FEC,

VARIOUS DATA RATES.

14000.0000 - 14500.0000 MHz 186KG7W

DIGITAL TRAFFIC, VARIOUS

MODULATION, VARIOUS FEC,

VARIOUS DATA RATES.

11700.0000 - 12200.0000 MHz 888KG7W

DIGITAL TRAFFIC, VARIOUS

MODULATION, VARIOUS FEC,

VARIOUS DATA RATES.

11700.0000 - 12200.0000 MHz 186KG7W

Points of Communication:

HUB-1 - PERMITTED LIST - ()

HUB-2 - PERMITTED LIST - ()

REMOTE 1 - PERMITTED LIST - ()

REMOTE 2 - PERMITTED LIST - ()

REMOTE 3 - PERMITTED LIST - ()

E2309SES-MOD-20151005-00654 E

Class of Station: Fixed Earth Stations

Application for Modification

Alascom, Inc.

Nature of Service: Fixed Satellite Service

Alascom, Inc. requests modification of its fixed earth station in Elim, AK, to add and change emission designators and related services to

communicate with the Permitted List satellites in the 5925-6425 MHz (Earth-to-space) and 3700-4200 MHz (space-to-Earth) frequency bands.

64 ° 37 ' 0.80 " N LAT.

SITE ID: 1

NSN, ANCHORAGE, ELIM, AK

162 ° 15 ' 32.20 " W LONG.

LOCATION:

ANDREW CORPORATION1 4.5 metersANTENNA ID: ES45T-T-1

60.20 dBW VARIOUS PSK & QAM - VOICE AND

DATA

5925.0000 - 6425.0000 MHz 15M9G7W

52.10 dBW VARIOUS PSK & QAM - VOICE AND

DATA

5925.0000 - 6425.0000 MHz 29K0G7W

VARIOUS PSK & QAM - VOICE AND

DATA

3700.0000 - 4200.0000 MHz 15M9G7W

VARIOUS PSK & QAM - VOICE AND

DATA

3700.0000 - 4200.0000 MHz 29K0G7W

Points of Communication:

1 - PERMITTED LIST - () Page 16 of 17



For more information concerning this Notice, contact the Satellite Division at 418-0719; TTY 1-888-835-5322.

E150126SES-REG-20151006-00671 E

Class of Station: Fixed Earth Stations

Registration

Cox Television Tulsa, LLC

Nature of Service: Fixed Satellite Service

36 ° 7 ' 30.70 " N LAT.

SITE ID: 1

2625 S. Memorial Drive, Tulsa, Tulsa, OK

95 ° 53 ' 4.00 " W LONG.

LOCATION:

SSE/SA1 4.5 metersANTENNA ID: SA8345

NULL3700.0000 - 4200.0000 MHz 36M0G7W

Points of Communication:

1 - PERMITTED LIST - ()
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